
On average we expect to deliver a  
40% saving in pallet wrap consumption 
and a 25% cost reduction! 

Dimensions
500 mm x 3911m x 10mu

Packaged
60 rolls, three layers of 20, per pallet secured with stretch film. 
Approximate roll weight: 19.0kgs core weight 1kg

Guaranteed Pre-Stretch
300% 

Ingredients
Low density and linear low-density polyethylene (LD / LLDPE)

Dangerous Goods Class
This product is not classified as dangerous goods in the Dangerous 
Code by reference to a specific substance or a generic substance 
name or group.

Storage conditions
Store at room temperature, below 25°C, away from naked lights and 
flame in a dry place. Avoid prolonged exposure to sun light.

Disposal methods
100% recyclable so preferred method is to bale and make available 
for recycling. If recycling is unavailable then it can be disposed of via 
approved landfill or burn in an adequate incinerator in accordance with 
local government regulations. 
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Super Power Pre-Stretch 
Machine film

Essential Packaging 
Requirements 

This product fully complies with 
the ESSENTIAL PACKAGING 
REQUIREMENTS for Heavy 
Metals and their Compounds 
(less than 100PPM) as being 
free from chemicals, or any 
other hazardous substances. 

All of the components of  
our LLDPE Stretch films are 
100% Recyclable. 

Explore our range of protective wrapping solutions that work for your business and  
your customers. For further information on any of our solutions and how it can protect  
your own product range, please call us on: 

0845 075 6111 or email sales@marketing.co.uk

510


